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Tikli Shed S / M / L Assembly Instructions  
 
PARTS 
 

Shed S Shed M Shed L 
1. wall module   3 pcs 3 pcs 5 pcs 

2. upright tube (50x50c2) mm longer (H1) 2 pcs 2 pcs 3 pcs 
3. upright tube (50x50x2) mm shorter (H2) 2 pcs 2 pcs 3 pcs 
4. hex head screw (M6x16)  24 pcs 24 pcs 38 pcs 
5. corner fittings   4 pcs 4 pcs 6 pcs 
6. roof horizontal support  2 pcs 2 pcs 2 pcs 
7. through bolts   4 pcs 4 pcs 6 pcs 
8. steel roofing   1 pc 1 pc 1 pc 
9. door element 1380 mm, left-handed, hinges - 1 pc 1 pc 

and lock bolt - lock bolt drill hole already in 
upright tube 

10.  Left-handed door element 680 mm. Hinges 1 pc - - 
and lock bolt. Available for additional price 

 
 
 

Tikli Yard: Shed S 
For 240/360 litre bin. Interior dimensions of shed 690 x 890 mm. As an optional extra, door element 680 mm with left-handed lift-
off hinges and lock bolt. 
 
Tikli Yard: Shed M 
For a 660 litre bin or 2 x 240/360 litre bins. Interior dimensions of shed 1,390 x 890 mm. Includes a left-handed door element 1380 
mm with lift-off hinges and lock bolt.  
 
Tikli Yard: Shed L 
For 2x660 litre bins.  Interior dimensions of shed 2,830 x 890 mm. Includes a left-handed door element 1,380 mm with lift-off 
hinges and lock bolt. 
 
 
 
 
You will need: 
Spanner 10 mm and Allen key 4mm, fasteners for attaching corner fittings to the surface. 
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A 
Attach the corner fittings (part 5) to the flat, non-indented lower edge of the 
upright posts (parts 2, 3) with the hex head screws (M6x16) in the prepared threads. 
 
 
B 
First attach the longer upright post to the front part of one (890) mm wall element 
and the shorter upright post to the back part of the wall using the 4 x (M6x16) 
threads according to the pitch of the roof. The indentations in the upper part of the 
posts for the roof horizontal support (part 6) should be on the inside edges between 
posts of the same size. The attaching is easier with the structure lying flat. Be 
careful not to scratch the product. Perform final tightening of hex head screws (part 
4) only in the finishing stage. 
 
(H1 high post, H2 low post) 
 
C 
Assemble the shed one wall at a time into a U shape.  
 
D 
Attach the horizontal supports for the roof (part 6) to the indentations in upright 
posts of the same length using through bolts. Attach the steel profile roofing to the 
threads (M6x16).  
 
E 
In case of wind or storm, attach the shed securely to a flat surface with the corner 
fittings. Ground attachments are not included with the product. Lift the door 
element into place, if any. Tighten all hex screws. Make sure the shed is straight 
with the aid of wedges. 
 
F 
Finished product. 
 

 


